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Eco-ficient™ Classic panels offer contemporary styling in an easily installed 
product that is manufactured in thicknesses of 2", 21/2", 3" and 4", with 
R-values up to 29. Panel net coverage is 42". The MBCI standard material 
offering for both the exterior and interior metal skins is 26-gauge embossed. 
24- and 22-gauge are optional for the exterior metal skin only. Maximum 
recommended length is 40'-0". Contact MBCI for panel lengths over 40'-0". 
The Eco-ficient™ Classic profile gives any building a strong vertical accent 
that is ideal for pre-engineered or conventional building construction. The 
exterior metal skin has 3/8" deep flutes at 8.4" on center with minor ribs in 
between. The interior metal skin has the Mesa profile. The panels are  
attached to the substructure with concealed clips.

This architecturally pleasing panel is ideal for applications that require a flat 
appearance. Minor striations, 1/32" deep, in the exterior metal skin provide 
a linear appearance while blending with the panel side joints. The interior 
metal skin has the Mesa profile. The standard material offering is 24-gauge 
embossed for the exterior metal skin and 26-gauge embossed for the interior 
metal skin. 22-gauge is optional for the exterior metal skin only. Panels 
are available in widths of 36" and 42" and thicknesses of 2", 21/2", 3" and 
4" achieving a maximum R-value of 29. The panels are attached to the 
substructure with concealed clips. Maximum recommended length is 32'-0". 
Contact MBCI for panel lengths over 32'-0".  

This attractive wall panel utilizes the Mesa profile on both the exterior and 
interior metal skins. The panel is produced in thicknesses of 2", 21/2", 3" and 
4", achieving a maximum R-value of 29. The panel is designed for interior 
partition as well as exterior wall applications. A concealed clip is used to 
attach the panels to the substructure. Panels are available in 36" and 42" 
widths with a 26-gauge embossed exterior metal skin and a 26-gauge 
embossed interior metal skin as standard. 24- and 22-gauge are optional for 
the exterior metal skin only. Maximum recommended length is 40'-0". Contact 
MBCI for panel lengths over 40'-0".  
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The Eco-ficient™ Grand panel offers a flush appearance to provide the 
monolithic look that designers often request. This panel is available in a 36" 
width and thicknesses of 2", 21/2", 3", and 4". Maximum R-value is 29. Both 
the exterior and interior metal skins are embossed. The interior metal skin 
has a Light Mesa profile. The exterior metal skin is 22-gauge and the interior 
metal skin is 26-gauge. The panels are attached to the substructure with 
concealed clips. Maximum recommended length is 32'-0". Contact MBCI for 
panel lengths over 32'-0".  

This unique wall panel provides a flat exterior metal skin with a captivating 
stucco pattern that resembles old world hand plaster. Standard gauge for 
the exterior metal skin is 26-gauge with 24- and 22-gauge optional. The 
interior metal skin features the Mesa profile in 26-gauge embossed. The 
Eco-ficient™ Vintage panel is available in 2", 21/2", 3", and 4" thicknesses 
with a maximum R-value of 29. Panel width is 42". The panels are attached 
to the substructure with concealed clips. Maximum recommended length is 
40'-0". Contact MBCI for panel lengths over 40'-0".  

Signature® 300 is a fluorocarbon paint system formulated with 70% 
Polyvinylidene Fluoride (PVF2) RESINS. Fluorocarbon products use either  
Hylar 5000® (a registered trademark of Solvay Solexis) or Kynar 500® (a 
registered Trademark of Arkema, Inc.) RESINS. The Long-life finish offers 
the ultimate in color retention, film flexibility and durability and is highly 
recommended for architectural applications.

Signature® 200 is a Modified Silicone Polyester paint system. These 
coatings offer excellent fade and chalk resistance along with good weathering 
characteristics for the commercial, industrial and institutional markets.

Warranties for Signature® 300 and Signature® 200 coatings are each warranted 
under exposure to normal atmospheric conditions for a period of 25 years. 

Certain color selections are readily available while others may have a special 
lead-time. Special color-matched material is available with minimum quantity 
requirements. An actual color sample must be provided for an accurate 
duplication. Lead times for special color material will take longer than 
normal. Contact MBCI concerning availability of color/gauge combinations.
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